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Photos Assembly Instructions 
Estimated time to complete: 2 ½ - 3 hours 

Congratulations! You are about to assemble your Henhaven. If you have trouble, feel free to call Stephen 
Keel at 800 783-6344. We are working to make this process as easy as possible. Feedback from you is 
welcomed! 

 
 
 

 

Open the packages and verify contents. 
  
Package 1:  
� � Roof frame 
� � Plexiglas panel (2) 
� � Floor 

Package 2: 
� � Front side wall 
� � backside wall 
� � roost pole 
 
 

Package 3: 
� � Henhaven sidewalls (2)  
� � black pipe for main axle  
� � 2 5/8” Steel Axle for 
wheels 
� � Axle Keepers (2- 2x2 
pine) 
� � 4 Wheel Keepers with 
large and small holes 
� � 2 Main Spreaders (1 
spreader has a screw in place 
for attaching the lift cable.) 
� � 1 step for chicken 
ladder 

 
 

Package 4: 
� � Nest  
� � Nest pad (1)  
� � waterer  
� � feeder assembly 
� � 2” screws for sunroom, etc. 
(30)  
� � wheels (2) 
� � 1 ¼” screws for plywood (40)  
� � (20) neoprene washer screws 
for attaching the roof panels 
� � white knob for the access door 
� � assembly instructions 
� � square drive bit for drill 
� � floor tarp 
  

Package 5 –  
� � Sunroom roof. � � 2 net keepers, � � Sunroom front wall, � � sunroom side walls (2) 
 

You will need: 
 

·  An electric drill/screwdriver with a #2 square head driver bit  
·  A 7/16” open end wrench  
·  5/16” Nut Driver for roof screws 
·  Philips Head Screw Driver 
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Assemble the Wheel Mechanism 

 

 

 
 
Lay out all the parts for easy access. 
 
Wheel Assembly Parts 
 

·  2 wheels 
·  2 - 5/8”  4 ¼” Steel Axles 
·  38” long 7/8” diameter black pipe 
·  4 Wheel Keepers 
·  2 Main Spreaders 
·  1 step for chicken ladder 
·  Cable (attached to the handle assembly on back wall) 
·  (12) 2” Screws 

 
 

 

 

Place the black pipe, the 2 wheels, the 2 5/8” axles and the 4 Wheel 
Keepers next to each other as pictured. 
 
The 5/8” x 4” long axles are pictured inserted in the small hole of 2 of 
the Wheel Keepers. 
 
 

 

Install the 4” axles and the black pipe as pictured. 
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Install the wheels as pictured.  The black pipe will extend to the left 
and the right an equal amount once the main spreaders are installed 
 

 

Install the main spreader at the 
ends of the wheel keepers.  

The lift cable 
attachment screw 
is preinstalled on 
the rear main 
spreader. It must 
face down, toward 
the ground, when 
this main spreader 
is installed. 

 

 

Install the main spreader close to the wheels. The spacing is not crucial 
as long as the wheels turn freely. 

 
 

Repeat these steps on both sides of the wheel assembly. 

 

Install the chicken ladder piece as pictured. 
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Assemble the Main Shelter 

 

 

 
Attach the egg access door panel to the left side panel with 4 evenly 
spaced screws 1 ¼”screws. 

 
Take care to line up the top corners of these 2 parts. The plywood on 
the back panel should be 1/8” below the plywood on the side panel. 
This assures that the roof will slide 

 

 
View from inside 

. 
 
 

 

Attach the right side panel to the egg access panel with 4 evenly spaced 
screws. 
 
Take care to line up the top corners of these 2 parts also. 
 

 

Install the 2 vertical 2 X 2 axle keepers on the inside of the two 
sidewalls.  The walls have been marked with a pen to show their 
location. Screws attach them from the outside as pictured.  The holes 
for the pivot axle are about 6” above the ground. 
  
There is a tab, not pictured, on the top of each 
of these vertical members.  They act as stops to 
prevent the wheel assembly from falling 
forward. The orientation of the tab is arbitrary. 
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Install the wheel assembly as pictured. 

 
It is necessary to spread the walls apart to allow the black pipe to go 
into the support holes. 

 
Place the floor on the ground 
with the wire facing down.  

 
Attach the guide with long screws using the predrilled pilot holes. 

 

 
Install floor using 2- 1 ¼” screws on each of the 3 wall panels 

 
(The access hole for the chickens is toward the back n the left. The 
chicken wire floor is on the top.) 

 
If it is winter time, lay the tarp in place. If it is not winter time, you can put it in later. It is used to block 
cold winds.  
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Install the roost pole.  
 
(Use 4- 1 ¼” screws. 2 screws on each side of the Henhaven) 

 

There are two predrilled holes for the roost poles on each side of the 
Henhaven. The double screws are used to prevent the roost pole from 
twisting when the hens roost on it. 

Install the handle with the 
keeper slot facing up and the 
metal keeper positioned as 
pictured. 
 

 

 
 
Move the top of the wheel 
assembly to the front of the 
unit to provide slack in the 
cable. 
 
Thread the cable through the 
pulley wheel and hook the loop 
in the end of the cable to the 
hook provided. 
 
Note: You will have to exert 
some effort to thread the loop 
through the pulley wheel. 
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Closing Up the Hen Haven 

 

 
Screw the front wall to the sides and to the floor.  (Use  1 ¼” screws in 
the predrilled holes.) 

 
 
 
 

 

 
Prepare and Install the Roof 

 

 

Install the nest box before installing the roof. The floor of the nest box 
slopes toward the Plexiglas window, allowing the eggs to roll into the 
egg collection area behind the rear wall of the nest. 
 
Slide the nest all the way to the back of the Henhaven. 

 
This drawing is made from the 
perspective you would have if 
you were standing by the low 
side of the Henhaven looking 
at the roof on your right hand. 

 

Place the roof frame on the unit.  
 

 
 
 
 
Install the 2 galvanized roof keepers on the bolts in the roof members.  
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Once properly installed the roof frame will slide forward as pictured. 

 

Carefully screw the roof to the frame using the special roofing screws 
and the pilot holes provided. Verify that all pilot holes line up with the 
frame underneath before installing the first screw. Start by screwing the 
left edge first. 

 
 

 

In order to remove the nest once the roof panels are installed, it is 
necessary to remove the metal roof keepers since the roof will not slide 
forward far enough to allow the nest to be removed. 

 
 

Sunroom Assembly 

 

 

When the unit arrives, the L hooks that the sunroom hangs 
on are facing down and are screwed into the unit to protect 
them from damage.  You must screw them out several turns 
and leave them pointing up.  Use the round opening of an 
open ended wrench to get better leverage when unscrewing 
the L hook. 
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There is a “hanger hole” in the top of the sunroom (see arrow 
in picture.)  Adjust the L hook in or out until it is the right 
distance to “catch” this hole from the underneath side of the 
sunroom roof. 
 
Note: IT WILL BE NECESSARY TO BEND THE L 
HOOKS WITH A HAMMER TO MAKE THEM FIT THE 
HOLES AND MAKE THE DISTANCE TO THE LOWER 
KEEPER BOLTS CORRECT. 

 
The top of the Stretched Sunroom comes in it own box.  

 

 

Roll out the roof and install the end pieces using the pan 
head screws that are preinstalled in the roof. 

 
The end of the roof that has the opening for the waterer also 
has matching holes for the L hook hangers. These holes must 
line up with each other before the end pieces are screwed in 
place. 

 

Install the two netkeepers using the 1 ¼” hex head screws 
provided. 
 
The netkeepers are shorter than the ends of the top. They are 
installed on top of the chicken wire in the center of the end 
frame underneath it. They are used on both ends of the roof 
to hold the chicken wire in place. 
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The sidepieces come with the keeper bolts retracted to allow 
them to fit in the shipping box. Move the keeper bolts and 
nut so that they look like the photo. 
 
 
Adjust he position of the nut until the bolt is securely seated 
in the hole 
 
 

 

Stand the 2 sidewalls near the unit, engaging the ¼” bolt in 
the hole pictured above. (See arrow.) When engaged, this 
bolt assures that no predator can push its way into the 
sunroom. 

 

Secure the top using screws in the pilot holes provided.  
 
The L-hook holes’ positions are the most important factor for 
installing the roof.  They must be near the Henhaven and the 
L hooks may need to be bent slightly to fit the holes in the 
roof.  
 
The front edge of the roof will be flush with the front edges 
of the sidewalls. 
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Screw on the front of the sunroom.  The front wall is higher 
than the sidewalls. 

 
 

 

 

Install the waterer by hooking it on the sunroom in the hole 
you cut. 

Install the Feeder 

 

The feeder door had to be separated from the feeder to allow 
it to fit into the shipping box. Use the nuts and bolts in the 
door to attach the feeder to the door. 
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Place the feeder in the hole and adjust the tension on the 
“turn button” keeper until it suits you. 
 
You can use the feeder hole to allow the chickens to “free 
range.” Simply set the feeder inside the door. 

You Are Finished! 
 

 
 

 

 

 
 

Handle position when coop is at rest. 
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Handle positioned for move. Note the keeper has fallen into the keeper slot. 
 

 
 

It is somewhat difficult to push the unit forward, but quite easy to pull it 
backwards. Allowing the back edge of the coop to drag along the ground as 
you pull the unit backward provides the most stable method of moving the 
unit. 
 
 
 

Add feed, water and chickens. 


